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Mansfield, Texas
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This addendum modifies the Plans and Specifications dated December 20, 2023

General Notes:  
1. None

Project Manual: 
1. None

Drawings: 

Architectural
1. Revise Sheet A4.1.
2. Revise Sheet A5.2.
3. Revise Sheet A8.1.

Civil
1. No revisions.

Structural
1. No revisions 

MEP
1. Sheet E2.1, New Track Lights in Parish Hall – Note #7, instead of a new circuit back to 

the panel board, tie lights into circuits at existing theatrical lights circuits near 45 degree 
ridge beam, removing existing lights at that location.

2. Sheet E6.2, Revise light fixture type “B” in the Parish Hall to WAC Lighting, PD-33743-
BK.

3. Sheet P0.3, RD,OFD are to be provided by the plumber instead of the roofing contractor.

Fire
1. No Revisions 

End of Addendum #2
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FIRE RESISTANCE RATINGS - ANSI/UL263 (BXUV)
Design No. U428
NONBEARING WALL Rating - 2 Hour

2-1/4in., fabricated from 25 MSG Galv steel. Runners positioned with short leg toward finished

3. Gypsum Wallboard (Bearing the UL Classification Marking) - 1" thickgypsum wallboard liner panels,
supplied in nom. 24 in. or 600 mm (for metric spacing) widths. Panela cut 1 in. less in length than
the floor-to-ceiling height. Vertical edges insert in "T" shaped section of C-T studs. Free edge of end 

  Boral Gypsum Inc. - Type BG-8
Continental Gypsum Company - Type CG-C
Eagle-Gypsum Products - Type EG-S
Pabco Gypsum Co. - Type C or Pg-10
Republic Gypsum Co. - Type RG-10
Standard Gypsum Corp. -Type SG-C

1. Floor and Ceiling Runners - "J" - shaped runners, 2-1/2 in. wide with unequal legs of 1 in. and

side of wall. Runners attached to structural supports with steel fasteners located not
more than 2 in. from ends and not more than 24 in. OC.
2. Steel Studs - "C-T" shaped studs 1-5/8 in. wide by 2-1/2 in. deep, fabricated from 25 MSG

panels secured to long leg of J runner with tabs in runner or 1-5/8 in. longType S self-tapping bugle
head steel screws spaced not more than 12 in. OC.

3.

galv steel. Cut to lenghts 3/4 in. less than floor to ceiling height and spaced 24 in. or 600 mm OC.

Temple-Inland Corp. - Type TP-6
4. Gypsum Wallboard (Bearing the UL Classification Marking) -1/2" or 5/8 in. thick, 4 ft wide applied 
applied in two layers. Base layer attached at right angles to stud side "J" runners with 1 in. long Type S
self-tapping steel screws at 2in. from the floor and ceilingrunners and spaced a maximun 24 in. OC.
along the vertical edges  and in the field of of the boards.
Face layer oriented parallel to the stud side "J" runnersand attached with 1-5/8 in long type S self-tapping
steel screws, starting at 3 in. from the floor and ceiling runners and spaced a maximum 12 in. OC along
the vertical edges and in the field of the boards. Face layer joints covered with paper tape and two coats
of joint compound. Exposed screw heads covered with two coats of joint compound.
  Boral Gypsum Inc. - Type BG-C
Continental Gypsum Company - Type CG-C
Eagle-Gypsum Products - Type EG-C
Pabco Gypsum Co. - Type C or PG-C
Republic Gypsum Co. - Type RG-C
Standard Gypsum Corp. -Type SG-C
Temple-Inland Corp. - Type TP-5

5. Batts and Blankets Bearing the UL Classification Marketing Mineral wool of glass fiber batts partially
or completely filling STUD cavity. Any mineral wool or glass fiber batt material bearing the UL Classification 
Marking as to fire resistance.
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107 KITCHEN 10'-0"LI-1GB/CT-1
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2 WALL TYPES
N.T.S.

NUMBERED NOTES:
1. ONE LEAF WITH AUTOMATIC HOLD-OPENS TIED TO FIRE ALARM

SYSTEM.
2. PAIRED PANEL OPERABLE PARTITION.
3. PROVIDE PANIC HARDWARE.

1.

1.

SCHEDULE LEGEND
ROOM FINISH

NUMBERED FINISH NOTES:
1. SEE INTERIOR ELEVATIONS FOR CERAMIC TILE WAINCOT LOCATION

FLOORS

CP-1 CARPET TILE, 24" X 24"

LVT-1 LUXURY VINYL TILE

PC POLISHED CONCRETE

SC SEALED CONCRETE

T-1 TERRAZZO TILE, 24" X 24"

WOOD   34" X 6 T&G RED OAK ( STAINED )

BASE

CT-1 CERAMIC TILE

RB RUBBER BASE

T-1 TERRAZZO TILE - SEE ELEVATIONS FOR HEIGHT

WD-1 WOOD BASE - SEE A8.1 FOR LOCATIONS

WD-2 WOOD BASE - SEE A8.1 FOR LOCATIONS

WALLS

CT-1 GLAZED CERAMIC TILE, 4" X 12", 48" TALL WAINSCOT WITH METAL CAP,
PAINTED GYPSUM BOARD ABOVE

GB PAINTED GYPSUM BOARD

T-1 TERRAZZO TILE, 24" X 24" - SEE ELEVATIONS FOR HEIGHT

CEILINGS

ES PAINTED EXPOSED STRUCTURE

GB PAINTED GYPSUM BOARD

LI-1 2X2 LAY-IN ACOUSTICAL TILE

LI-2 2X2 LAY-IN VINYL FACED TILE

LVT

LVT

RB RB RB RB 1.

RB RB RB RB

T-1 T-1 T-1 T-1

RB RB RB RB

RB RB RB RB

RB RB RB RB

2.

2.    PAINT ALL NEW SHEETROCK WALLS AND EXISTING BRICK WALLS TO
MATCH SHEETROCK COLOR.
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ENLARGED PLANS

1 ENLARGED PLAN - RESTROOM AREA
Scale: 1/4" = 1'-0"

N

SHEET LEGEND

1. FINISH SCHEDULE LOCATED ON SHEET A4.1

2. DOOR SCHEDULE LOCATED ON SHEET A4.1

3. WINDOW TYPES LOCATED ON SHEET A4.2

4. WALL TYPES LOCATED ON SHEET A4.1, WALL
TYPE IS "A" UNLESS NOTED OTHERWISE.

F.E.C. = FIRE EXTINGUISHER CABINET

D.S. = DOWNSPOUT

40 86321

2 ELEVATION
Scale: 1/4" = 1'-0" 3 ELEVATION

Scale: 1/4" = 1'-0" 4 ELEVATION
Scale: 1/4" = 1'-0"

5 SECTION
Scale: 1/2" = 1'-0"

1.  FIELD VERIFY DIMENSIONS FOR CABINETS AND VANITY PRIOR TO FABRICATION.
2.  PROVIDE 14 GAUGE SHEET METAL BLOCKING FOR GRAB BARS NAPKIN

DISPOSALS, TOILET PARTITIONS, AND SINK COUNTERS.

T1 AMERICAN SPECIALTIES TOILET TISSUE HOLDER MODEL # 0715
T2 AMERICAN SPECIALTIES TOWEL DISPENSER MODEL # 0469
T4 MIRROR 46" TALL BY FULL WALL WIDTH (SEE ELEVATION)
T5 AMERICAN SPECIALTIES GRAB BAR MODEL #3800 (SEE PLAN FOR LENGTH).
T6 NOT USED
T7 KOALA KARE BABY CHANGING STATION KB310-SSRE, RECESSED STAINLESS STEEL

NOTES:
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FLOOR COVERING PLAN

1 FLOOR COVERING PLAN
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SHEET LEGEND

1. FINISH SCHEDULE LOCATED ON SHEET A4.1

2. DOOR SCHEDULE LOCATED ON SHEET A4.1

3. WINDOW TYPES LOCATED ON SHEET A4.2

4. WALL TYPES LOCATED ON SHEET A4.1, WALL
TYPE IS "A" UNLESS NOTED OTHERWISE.

F.E.C. = FIRE EXTINGUISHER CABINET

D.S. = DOWNSPOUT
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